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(5) Each death on board, with the
cause of death, and if a seaman, the in-
formation required by 46 U.S.C. 10702:

(i) The wages due to a seaman who
dies during the voyage and the gross
amount of all deductions to be made
from the wages;

(ii) The sale of the property of a sea-
man who dies during the voyage, in-
cluding a statement of each article
sold and the amount received for the
property;

(6) Each birth on board, with the sex
of the infant and the name of the par-
ents;

(7) Each marriage on board, with the
names and ages of the parties;

(8) The name of each seaman who
ceases to be a crew member (except by
death), with the place, time, manner,
and the cause why the seaman ceased
to be a crew member;

(9) When a marine casualty occurs, a
statement about the casualty and the
circumstances under which it occurred,
made immediately after the casualty
when practicable to do so.

Subpart C—Miscellaneous
Operating Requirements

§ 185.304 Navigation underway.

(a) The movement of vessel shall be
under the direction and control of the
master or a licensed mate at all times.
The master shall operate the vessel
keeping the safety of the passengers
and crew foremost in mind by directing
the vessel in order to prevent a cas-
ualty. Special attention should be paid
to:

(1) The current(s) velocity and direc-
tion of the transiting area;

(2) Tidal state;
(3) Prevailing visibility and weather

conditions;
(4) Density of marine traffic;
(5) Potential damage caused by own

wake;
(6) The danger of each closing visual

or each closing radar contact;
(7) Vessel’s handling characteristics;

and
(8) Magnetic variation and deviation

errors of the compass.
(b) [Reserved]

§ 185.315 Verification of vessel compli-
ance with applicable stability re-
quirements.

After loading and prior to departure
and at all other times necessary to as-
sure the safety of the vessel, the mas-
ter shall determine that the vessel
complies with all applicable stability
requirements in the vessel’s trim and
stability book, stability letter, Certifi-
cate of Inspection, and Load Line Cer-
tificate, as the case may be. The vessel
may not depart until it is in compli-
ance with these requirements.

§ 185.320 Steering gear, controls, and
communication system tests.

The master of a vessel shall have ex-
amined and tested the steering gear,
signaling whistle, propulsion controls,
and communication systems of the ves-
sel prior to getting underway for a voy-
age, except that such examination and
testing need not be conducted more
than once in any 24 hour period.

§ 185.330 Hatches and other openings.

(a) Except when operating on lakes,
bays, and sounds, or rivers routes in
calm weather, all hatches and openings
in the hull, except loading doors, of a
vessel must be kept tightly closed ex-
cept when being used.

(b) All watertight doors in subdivi-
sion bulkheads must be kept tightly
closed during the navigation of the ves-
sel except when being used for transit
between compartments.

§ 185.335 Loading doors.

(a) Except as allowed by paragraph
(b) of this section, the master of a ves-
sel fitted with loading doors shall as-
sure that all loading doors are closed
watertight and secured during the en-
tire voyage.

(b) Loading doors, other than bow vi-
sors, may be opened when operating in
protected or partially protected wa-
ters, provided the master of the vessel
determines that the safety of the vessel
is not impaired.

(c) For the purpose of this section,
‘‘loading doors’’ include all weather-
tight ramps, bow visors, and openings
used to load personnel, equipment, and
stores, in the collision bulkhead, the
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side shell, and the boundaries of en-
closed superstructures that are contin-
uous with the shell of the vessel.

§ 185.340 Vessels carrying vehicles.

(a) Automobiles or other vehicles
must be stowed in such a manner as to
permit both passengers and crew to get
out and away from the vehicles freely
in the event of fire or other disaster.
The decks, where necessary, must be
distinctly marked with painted lines to
indicate the vehicle runways and the
aisle spaces.

(b) The master shall take any nec-
essary precautions to see that auto-
mobiles or other vehicles have their
motors turned off and their emergency
brakes set when the vessel is under-
way, and that the motors are not start-
ed until the vessel is secured to the
landing. In addition, a vehicle at each
end of a line of vehicles or next to a
loading ramp must have its wheels se-
curely blocked, while the vessel is
being navigated.

(c) The master shall have appropriate
‘‘NO SMOKING’’ signs posted and shall
take all necessary precautions to pre-
vent smoking or carrying of lighted or
smoldering pipes, cigars, cigarettes, or
similar items in the deck area assigned
to automobiles or other vehicles.

(d) The master shall, prior to getting
underway, ensure that vehicles are
properly distributed consistent with
the guidance in the vessel’s stability
letter and Certificate of Inspection, if
applicable.

§ 185.350 Fueling of vessels using fuel
having a flash point of 43.3≥ C (110≥
F) or lower (such as gasoline).

A vessel must not take on fuel hav-
ing a flash point of 43.3° C (110° F) or
lower when passengers are on board.

§ 185.352 Ventilation of gasoline ma-
chinery spaces.

The mechanical exhaust for the ven-
tilation of a gasoline machinery space,
required by § 182.460(a)(1)(ii) of this
chapter, must be operated prior to
starting gasoline engines for the time
sufficient to insure at least one com-
plete change of air in the space served.

§ 185.356 Carriage of hazardous mate-
rials.

A vessel that transports a hazardous
material, listed in 49 CFR 172.101, in
commerce shall ensure the material is
handled and transported in accordance
with 49 CFR parts 171 and 179.

§ 185.360 Use of auto pilot.

Whenever an automatic pilot is used
the master shall ensure that:

(a) It is possible to immediately es-
tablish manual control of the vessel’s
steering;

(b) A competent person is ready at all
times to take over steering control;
and

(c) The changeover from automatic
to manual steering and vice versa is
made by, or under the supervision of,
the master or the mate on watch.

Subpart D—Crew Requirements

§ 185.402 Licenses.

Each licensed individual employed
upon any vessel subject to the provi-
sions of this subchapter shall have his
or her license on board and available
for examination at all times when the
vessel is operating.

§ 185.410 Watchmen.

The owner, charterer, master, or
managing operator of a vessel carrying
overnight passengers shall have a suit-
able number of watchmen patrol
throughout the vessel during the night-
time, whether or not the vessel is un-
derway, to guard against, and give
alarm in case of, a fire or other danger.

§ 185.420 Crew training.

(a) The owner, charterer, master or
managing operator shall instruct each
crew member, upon first being em-
ployed and prior to getting underway
for the first time on a particular vessel
and at least once every three months,
as to the duties that the crew member
is expected to perform in an emergency
including, but not limited to, the emer-
gency instructions listed on the emer-
gency instruction placard required by
§ 185.510 of this part and, when applica-
ble, the duties listed in the station bill
required by § 185.514 of this part.
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